Thank you for purchasing the GOT1000 Series.

Prior to use, please read both this manual and detailed manual thoroughly to fully understand the product.

MODEL GT11-70VLTN User’s Manual

[BACKLIGHT REPLACEMENT PRECAUTIONS]

DANGER
• Make sure to completely shut off all phases of GOT power supply and remove the GOT from the control panel before backlight replacement.
• If all phases are not shut off, it may cause an electric shock. The performance specifications of the GT11 User's Manual, as they are precision devices.

CAUTION
• Make sure to wear gloves during backlight replacement.
• Make sure to start the backlight replacement 5 or more minutes after power off of the GOT.

[STARTUP AND MAINTENANCE PRECAUTIONS]

CAUTION
• Before handling the GOT, make sure to touch a grounded metal surface.
• Make sure to externally shut off all phases of GOT power supply and remove the GOT from the control panel.
• If all phases are not shut off, it may cause the GOT to fail or malfunction.

ATTENTION
• Maintain a constant distance of 0.5m or more between the case and the GOT.

[DISPOSAL PRECAUTIONS]

ATTENTION
• Dispose of the product as industrial waste.

[TRANSPORTATION PRECAUTIONS]

CAUTION
• Make sure to transport the GOT main unit and/or relevant parts.
• In the manner they will not be exposed to the impact exceeding the impact resistance described in the general specifications of the GT11 User’s Manual, as they are precision devices.

ATTENTION
• Make sure to externally shut off all phases of GOT power supply and remove the GOT from the control panel.

3. Backlight Replacement

The GOT includes the backlight for liquid crystal display panel. Please note that the backlight intensity decreases in time. The backlight needs to be replaced when the display section becomes dark due to the decreased intensity and the picture is archived.

The backlight replacement procedure is described below.

(1) Power off of the GOT.
(2) Disconnect the power supply cable and communication cable. Remove the GOT from the control panel.
(3) Remove the GOT rear fixing screws (6 pcs.) with a screwdriver.

(4) Open the battery cover and remove the case with peeling the battery cable from the board.

(5) Disconnect the cable connection of the backlight from the GOT side connector.

(a) Press the backlight fixing latch (black) with your finger, and pull out the backlight to the right.

(b) Mount a new backlight in the reverse procedure of removal.

(c) Assemble the case in the reverse procedure of disassembly.

Weight 10.7g

Product name GT11-70VLTN

Specifications subject to change without notice. Changes subject to inspection before going to press.

MITSUBISHI ELECTRIC CORPORATION

© 2006 MITSUBISHI ELECTRIC CORPORATION

Printed in Japan on recycled paper.

Specifications subject to change without notice. Changes subject to inspection before going to press.