3.2 Replacing Backlight

1. GT16-60SLTT

1) Pull out the tray for storing the cable connector of backlight.

2) Disconnect the power supply cable and the communication cable.

3) Remove seven fixing screws on the GOT rear face with a torque of 0.36 to 0.48 N•m.

4) Remove the GOT from the control panel.

5) Remove seven fixing screws on the GOT rear face with a torque of 0.36 to 0.48 N•m.

2. SPECIFICATIONS

The following shows the performance specifications of the backlight.

The general specifications of the backlight are the same as those of the GOT. For the general specifications of the GOT, refer to GT16 User’s Manual.

<table>
<thead>
<tr>
<th>Type</th>
<th>Specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>Life</td>
<td>50,000 or more (Operating ambient temperature: 25°C)</td>
</tr>
<tr>
<td>Weight</td>
<td>0.008kg (0.017lb)</td>
</tr>
</tbody>
</table>

3. BACKLIGHT REPLACEMENT

1) Turn off the GOT.

2) Disconnect the power supply cable and the communication cables.

3) Remove the GOT from the control panel.

Warranty

Mitsubishi will not be held liable for damage caused by factors found not to be the cause of Mitsubishi’s machine damages or that profit caused by faults in the Mitsubishi products; damage, secondary damage, accident compensation caused by special factors unpredictable by Mitsubishi; damages to products other than Mitsubishi products and to others.

For safe use

- This product has been manufactured as a general-purpose part for general industries, and has not been designed or manufactured to be incorporated in a device or system used in purposes related to general industries, and has not been designed or manufactured to incorporate in a device or system used in purposes related to general industries.

- Before using the product for special purposes such as nuclear power, electric power, aerospace, medicine or passenger movement vehicles, consult with Mitsubishi.

- This product has been manufactured and tested with quality control. However, when installing the product where major accidents or severe damage could occur if the product fails, install appropriate backup or restored function in the system.