
Before Using the Product
Before using the product, please read this manual. Make sure that the end users read this 
manual and then keep the manual in a safe place for future reference.

Relevant manuals
Before using the product, please read Safety Guidelines included with the CPU module or head 
module, especially the following sections.
● SAFETY PRECAUTIONS
● CONDITIONS OF USE FOR THE PRODUCT
● EMC AND LOW VOLTAGE DIRECTIVES
● WARRANTY

Manuels correspondants
Avant d'utiliser ce produit, prière de lire les Consignes de sécurité fournies avec l'unité de base, 
en particulier dans les sections suivantes.
● PRÉCAUTIONS DE SÉCURITÉ
● CONDITIONS D'UTILISATION DE PRODUIT
● DIRECTIVES CEM ET BASSE TENSION
● GARANTIE

The product details are described in the following manual.
Please develop familiarity with the functions and performance of the product to handle the 
product correctly.
• MELSEC-L CPU Module User's Manual (Hardware Design, Maintenance and Inspection)
SH-080890ENG (13JZ36)

Packing list
Check that the following items are included in the package of the product.

Operating ambient temperature
Use the product within the range of 0 to 55.

Température ambiante de fonctionnement
Ce produit doit être utilisé entre 0 et 55°C.

Restrictions
When using this product, there are restrictions on the number of connectable modules.
For details, refer to the following:
• MELSEC-L CPU Module User's Manual (Hardware Design, Maintenance and Inspection)
SH-080890ENG (13JZ36)

 Information and services
For further information and services, please consult your local Mitsubishi representative.
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